
-Whisper-Whisper-Whisper-WhisperpVL
B e y o n d  P e r f e c t

S H I M P O ’ s

he superior technology of Shimpo’s RK-Whisper potter’s wheel 
and the popular features of Shimpo’s Velocity V75 potter’s wheel have been 

combined to create the second model in Shimpo’s Whisper series potter’s 
wheels: the VL-Whisper .

Responsive, high torque at all speeds, powerful and we can now say the 
quietest wheel in the potter’s wheel market. It’s a “quiet” that must 
be heard to be believed!
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_Brushless DC motor, direct-drive (no belts or pulleys) with overload protection
_Broad speed range
_Electronic controller
_Reversibility
_100 lb. Centering

_Three-leg design for easy leveling and stability
_Two-piece splash pan
_14” wheel-head
_Adaptable for table top operation
_Adjustable height
_Banding wheel feature
_Built-in work table
_Modular components
_Compact storage

_No routine maintenance
_Five-year warranty
_Extension legs available (35” x 37” HT)

5 heights to accommodate 
a variety of sitting or 
standing positions

This patented model is overflowing with features:
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New space saving 
storage option is 
great for freeing 
up room in your 
studio!
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This patented model is overflowing with features:

VL-WHISPER SPECIFICATIONS

MOTOR 1/2 HP 400W AC115V 60Hz

DRIVE SYSTEM Direct Drive DC Brushless Motor

SPEED CONTROL Remote Foot Pedal

WHEEL-HEAD SPEED 0~250rpm

WHEEL-HEAD DIRECTION Clockwise/Counter-Clockwise

WHEEL-HEAD  14” Light alloy casting, drilled for bat pins

DIMENSION 23 1/8” x 27 1/2” x 22 3/4”

SHIPPING WEIGHT 135 lbs.

Continental Clay Company 
(800) 432-2529




